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STANDARD FASTENING DETAIL

MR 8/11/17

8/31/17 8/11/17

JOB NAME:

LOCATION:

ARCHITECT:

ENGINEER:

CONTRACTOR:

C O N T A C T  G R I L L E  T E C H  I N C .  F O R
A D D I T I O N A L  I N F O R M A T I O N  O R  W I T H

S P E C I A L  R E Q U I R E M E N T S .

5 1 0 1  N W  3 6 T H  A V E
M I A M I ,  F L  3 3 1 4 2

P H O N E :  3 0 5 - 5 3 7 - 0 0 5 3
F A X :  3 0 5 - 5 3 7 - 0 0 6 4

W E B :  W W W . G R I L L E T E C H I N C . C O M
E M A I L :  S A L E S @ G R I L L E T E C H I N C . C O M

STANDARD CONSTRUCTION

FRAME:
EXTRUDED ALUMINUM.
CORNER CLIPS ASSURE HAIRLINE MITERED CORNERS

ACCESS DOORS:
MADE OF STUCCO EMBOSSED GALV-ALUM STEEL
SHEET (AZ50) WITH A PERIMETER ALUMINUM
CHANNEL AND 1" R-4.2 FOIL FACED FIBERGLASS BOARD
FOR INSULATION AND SOUND ATTENUATION.

FINISH:
SKY-WHITE (STANDARD)

AXALTA SKY-WHITE 100% POLYESTER POWDER
COATING GIVES AN ATTRACTIVE BRIGHT WHITE FINISH
AND PROVIDES ADDITIONAL PROTECTION FROM
AGING AND WEAR.


